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Double Cylinder Holder, Wall-Mounted
The Wall-Mounted Double Cylinder-Holder 
holds all MSA Model R and Model RP cylinders. 
A molded base and holding straps keep the
cylinders securely in position, yet both cylinders
and/or reg u la tors can be easily changed. 
The holder is ideal for field station cal i bra tions
and can be easily mounted for work bench
applications.

Calibration Cylinders Are Recyclable!
MSA has affiliated with the Association of Retarded Citizens, Butler Coun ty—
a nonprofit or ga ni za tion that employs mentally retarded citizens—and established 
a Cylinder Recycling Center. The cal i bra tion cylinders are not refilled, but salvaged for
scrap. All money generated from selling the scrap cylinders is placed in the ARC
operating fund for salaries and op er at ing costs.

Calibration cylinders are considered haz ard ous unless the cylinders are empty. 
MSA has developed special devalving tools that will ensure the cylinder is empty 
and render the cylinder non-fillable. For your convenience, MSA also offers a specially
pre-addressed shipping box (also recyclable) which helps you pay the lowest shipping
costs avail able.

The MSA Recycling Center limits the return of calibration cylinders to MSA-logoed
cylinders only. Non-MSA cylinders will be rejected. Contact the Cus tom er Service
Center for additional details at 1-800-MSA-2222.

Squirt Gas Bump Tester
Squirt Gas Bump Test Kit, less cylinder, but with required fittings and adapters, complete with instructions 813411

Cylinders for Squirt Gas
Combustible

Instrument Squirt Gas
Cylinder Methane Pentane 

Simulant Oxygen Carbon
Monoxide

Hydrogen
Sulfide

Isobuty-
lene Balance

Explosimeter 815307 2.5% See cylinder — — — — Air

Gasport 814350 2.5% — 15% O2 60 ppm CO — — Ni tro gen

Gasport 814349 2.5% — 15% O2 300 ppm CO 35 ppm H2S — Ni tro gen

Passport, FiveStar 814497 1.3% 50% LEL 15% O2 60 ppm CO — — Ni tro gen

Passport, FiveStar 814559 1.3% 50% LEL 15% O2 300 ppm CO 35 ppm H2S — Ni tro gen

MiniCO** Responder 814978 — — — 60 ppm CO — — Air

MiniH2S*Responder 814979 — — — — 35 ppm H2S — Ni tro gen

MicroGard** 815308 1.3% 52% LEL 15% O2 — — — Ni tro gen

Passport PID II 815704 — — — — — 100 ppm Air

Contents: Pressure 155
psig; ap prox i mate ly 11 liters
at 70°F

* Shelf life item. See note page 102.     ** Requires calibration adapter.

Recycling Accessories
Devalving Tool, Model “RP” & Econo-Cal Cylinders 711228

Devalving Tool, Model “R” cylinders 711229

Shipping Box, Special, Pre-addressed 711227

Cylinder Holders
Single Cylinder Holder, 6" wide x 13" long x 4" high 710386

Double Cylinder Holder, 17" high, 10" wide,  31/2" deep at base 710483

Cylinder Holders
Single Portable Cylinder Holder
The Single Portable Cylinder Holder 
is designed for use with all MSA Model R
and Model RP cylinders. It fits neatly on
a work bench or shelf, and its unique
design ensures that the cal i bra tion
cylinder (with the regulator attached)
always stays where you put it. 

Calibration Gas




